
The AIC Service-Info contains information by the Jürgen Liebisch GmbH • Wilhelm-Bergner-Straße 11c • 21509 Glinde • Germany  
Responsible: Guido Berkefeld • email: contact@aic-germany.de • Telefon +49 (40) 25 30 66-0 

SERVICEINFO

Frostschutzprüfer Anti freeze tester

Schnelle und genaue Prüfung bei  
allen Temperaturen.

Kurzanleitung

• Öffnen Sie vorsichtig den Kühler 

• Tauchen Sie den Ansaugschlauch ein 

•  Füllen Sie die Messkammer vollständig mit  
Hilfe des Ansaugballs 

•  Lesen Sie die Frostschutztemperatur ab 
> Das Kühlmittelsystem wird bei einem Gefrierpunkt  
unter –25°C ganzjährig vor Korrosion geschützt

•  Aufgrund der giftigen Inhaltsstoffe, müssen Sie  
den Prüfer nach Gebrauch mit Wasser spülen

für Ethylenglykol-Kühlerschutzmittel
+ G13 (Ethylenglykol + Glycerin)

AIC Artikelnr., AIC article no.:  59511

FROSTSCHUTZPRÜFER 
ANTI FREEZE TESTER

Fast and accurate testing  
at all temperatures. 

Brief instruction 

• Open the cooler carefully 

• Immerse the suction hose

•  Fill the measuring chamber completely by  
using the suction ball

•   Read the antifreeze temperature 
> The coolant system is protected against corrosion  
all year round at a freezing point below -25°C

•  Due to the toxic ingredients, you must rinse the  
tester with water after use

for Ethylene Glycol Coolants + G13
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